
ADMN-QF-09

Republic of the Philippines
CAVITE STATE UNIVERSITY
Don Severino delas Alas Campus

Indang, Cavite

BILL OF QUANTITIES
IMPROVEMENT OF UNIVERSITY MALL - 2nd Posting
ABC: ₱6,777,234.56 Bill of Quantities
COLLEGE/UNIT/CAMPUS: MAIN CAMPUS

Item
No. Description Unit Quantity Unit Price

(Pesos)
Amount
(Pesos)

I

MOBILIZATION/DEMOBILIZATION
(Pesos _______________________
_____________________________
_____________________________
and _________________ centavos)

II

CONCRETE WORKS
(Pesos _______________________
_____________________________
_____________________________
and _________________ centavos)

III

MASONRY WORKS
(Pesos _______________________
_____________________________
_____________________________
and _________________ centavos)

IV

MISCELLANEOUS WORKS
(Pesos _______________________
_____________________________
_____________________________
and _________________ centavos)

V

STEEL TRUSSES AND ROOFING
WORKS
(Pesos _______________________
_____________________________
_____________________________
and _________________ centavos)

VI

CEILING INSTALLATION
(Pesos _______________________
_____________________________
_____________________________
and _________________ centavos)

VII

S
(P sos _________________________an _______________________________an _______________________________n__________________

centavos)

_

P

EPE¤



VIII

PAINTING WORKS
(Pesos _______________________
_____________________________
_____________________________
and ________________



CAVITE STATE UNIVERSITY

SCOPE OF WORK:

A. IMPROVEMENT OF UNIVERSITY MALL
GENERAL NOTES:
1. The project should be finished in 180 calendar days.
2. Actual site inspection is a must. Verify the actual condition of the site.
3. All areas affected by the renovation/ repair works shall be restored/ retouched plain cement

finished.
4. The area should be cleared/cleaned before and after the construction work at least ten

meters away from the building line. Unusable used formworks, excessive soil fill, and all
other unwanted debris of construction works should be disposed properly.

B. Technical Description
I. Mobilization/Demobilization

Provide the following:
- Billboard
- Bankhouse with office
- Temporary comfort rooms
- Site temporary enclosure may be blue sack or any suitable materials that may
enclose the workplace.

II. Concrete Works
1. Demolition of wall and concrete structure.

ete



- Concrete slab in prepared base with in Grid J-N and Grid 61-81
- Concrete slab counter at the food court with fabricated sink, souvenir

display counter, OBA Kitchen with fabricated sink, vegetable and meat
shop, Printing Room

- See plans for details and extent of work.
- Strength of concrete to be adopted shall be 3,500 psi.
- Concrete work should be plain cement finish.
- Provide necessary tools and equipment needed for concrete works.

b. Steel reinforcement
- Use deformed bar grade 40.
- Provide necessary tools and equipment needed



Electrical/Plumbing Room and Men's/Women's Comfort Room for Ground and
Second Floor and all doors in the Food Court's kitchen and in the water
tank/reservoir at the ground floor)

- 1 set D-8





1. 0.10 m. x 0.20 m. Concrete Red Bricks along the perimeter path/walkway and
sealed in between by concrete assorted washed out pebbles on corners . See plan
for details.

2. 0.60 m. x 0.60 m. Granite Colored Tiles for the hallway of the building's ground floor
including all ground floor comfort room's flooring. meat/vegetable shop, and
electrical/plumbing room. Tiles must be accented with dark colored tiles. Ask for the
end user and inspector for the design.

3. 0.30 m. x 0.60 m. Granite Colored Tiles for the Food Court, Kitchen, Business Affair
office, Printing, OBA stockroom, Business Center including OBA's comfort room's
perimeter wall with tiles from floor to ceiling

4. 0.30 m. x 0.30 m. Ceramic Stair Tiles with groove for the Replacement of Damage
Stair Tiles.

5. 0.40 m. x 0.40 m. Ceramic Tiles for replacement of damage tiles at second floor
and third floor including new tiles for food court kitchen's counter with in Grid 8-81
and Grid D-E

6. 0.20 m. x 0.20 m. Ceramic tiles for all ground floor comfort room's perimeter wall
from floor to ceiling.( Repair Works)

7. Repair of all Clay Wall Brick Cladding Tiles installed in all building's columns
8. Install o o o o le ileBrk Cltcding Tianite
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